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General Specification: H
eFrame and Impeller : Thermal Plastic , UL 94V-0 25.0
eLead Wires : UL Type —
(+):Red (-) :Black % 20.0
eOperation Temperature : -10°C~70C. E / M
35%~85%RH > 150
sStorage Temperature : -40°C~80°C. § \‘L
35%~85%RH £ 100 7
< »/
5.0
/
0.0
0.0 40.0 80.0 120.0 160.0
Air Flow (CFM)
Rated | Operation| Rated | Rated Air Air Noise ; i i
Weigh
Listed Bearing Voltage | Voltage | Current | Speed | Flow |Pressure| Level Available Features (Optional) eight
Model System Tachometer| Rotati i
otation | Thermal |Pulse Width
EC e . RPM | CFM | mmH.0| dBA Output Detector | Control | Modulation| °
RDH12738B1 7.0~13.8 2.80 5,000 | 156.8 | 27.2 60 ° o o
RDM12738B1 Ball 12 7.0~13.8 1.80 4,000 | 126.5| 17.6 55 ° ° °
RDL12738B1 7.0~13.8 1.00 3,000 | 914 10.4 50 ° ° °
RDH12738B2 12.0~27.6| 1.50 5,000 | 156.8 | 27.2 60 ° ° °
RDM12738B2 Ball 24 12.0~27.6| 0.90 4,000 | 126.5| 17.6 55 ° ° o 375
RDL12738B2 12.0~27.6| 0.50 3,000 [ 914 10.4 50 ° ° °
RDH12738B4 24.0~55.2| 0.70 5,000 | 156.8 | 27.2 60 ° ° °
RDM12738B4, Ball 48 24.0~55.2| 0.40 4,000 | 1265| 17.6 55 ° ° °
RDL12738B4 24.0~55.2| 0.25 3,000 | 914 10.4 50 ° . .

Notes: OAIll readings are typical values at rated voltage.

O Specifications are subjected to change without prior notice.
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